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CAP FILM I&A DC PD 2020-28-12 

Please read Cautions and warnings and Page 2 of 8 
Important notes at the end of this document. 

Applications  

Â Blocking 

Â Coupling, decoupling 

Â Bypassing 

Â RFI for automotive 

 Drawing 

 

   

Climatic 

Â Max. operating temperature: 125 °C 

Â Climatic category (IEC 60068-1): 55/125/56 

  

 

Features 

Â High pulse strength 

Â High contact reliability 

Â RoHS ï compatible 

Construction 

Â Dielectric: polyethylene terephthalate (Polyester) 

Â Plastic case (UL 94 V-0) 

Â Epoxy resin sealing 

 

Dimensions 
     

Â  Lead spacing (e):  5.0 ± 0.4 mm 

Â  Width max. (w): 2.5   mm 

Â  Height max. (h):   6.5   mm 

Â  Length max. (l): 7.3       mm 

Â  Lead diameter (Åd1):  0.5 ± 0.05 mm 
 

Terminals 

Â Parallel wire leads, 2 pin version, tinned 

 

  

   

Delivery mode 

Â Ammo pack 
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Please read Cautions and warnings and Page 3 of 8 
Important notes at the end of this document. 

 

Technical data 

All data given at T = 20 °C, unless otherwise specified. 

Rated Temperature +85°C 

Operation temperature range: 

Ὕ Ὕ Ὕ  

Upper Category Temperature Ὕ  ρςυ Јὅ 

Maximum Operating Temperature  Ὕ  ρςυ Јὅ 

Lower Category Temperature Ὕ  υυ Јὅ 

Rated Capacitance C 180 nF 

Capacitance tolerance ± 5 % (J) 

Rated Voltage VR 63 V DC 

Rated Voltage VRMS (at f Ò 60 Hz) 40 V AC 

Dissipation factor tan ŭ (in 10-3) 
at 20 °C (upper limit values) 

8 (at 1 kHz) 
15 (at 10 kHz) 

Insulation resistance Rins 
at 50 V DC, 20 ÁC, rel. humidity Ò 65% 

> 3750 MÝ 

DC test voltage (Terminal to terminal), duration ρȢτ Ͻὠȟ ς ί 

Maximum Pulse Handling Capability 250 V/µs 

Pulse characteristic K0 30000 V²/µs 
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Please read Cautions and warnings and Page 4 of 8 
Important notes at the end of this document. 

Taping and packing 
 
Taping 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Tape dimensions 

 

Symbol Ød1 D0 F Fô H H1 P0 P1 

Dimension (mm) 0.5 4.0 5.0 5.0 18.5 32.2 12.7 3.8 

Tolerance (mm) ±0.05 ±0.2 +0.6/-0.1 ±0.4 ±0.5 max. ±0.2*) ±0.7 

 

 

Symbol W W0 W1 W2 t ȹh ȹp  

Dimension (mm) 18.0 6.0 9.0 0.5 0.7 0 0 

Tolerance (mm) ±0.5 ±0.5 ±0.5 +2.5 ±0.2 ±2.0 ±1.3 

*) ±1 per 20 x P0 

 
 
 
 
 
 
 
 
 


